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EN 1504-3
Concrete repair product for non-structural

PCC mortar (based on hydraulic cement,
polymer modified)

Compressive strength class R2

Chloride ion content = 0,05 %

Adhesive bond = 0,8 MPa

Restrained shrinkage = 0,8 MPa

Emaco ®Nanocrete R2
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EN 1504-3
Concrete repair product for structural repair

PCC mortar (based on hydraulic cement,
polymer modified)

Compressive strength class R3

Chloride ion content = 0,06 %

Adhesive bond = 1,5 MPa

Restrained shrinkage = 1,5 MPa

Carbonation resistance | passes

Elastic modulus = 15 GPa

Thermal compatibility

- Freeze-Thaw = 1,5 MPa

- Thunder Shower = 1,5 MPa

- Dry cycling = 1,5 MPa
Capillary absorbtion = 0,5 kgm?-h**
Reaction to fire Al

(MPA Dresden)

Dangerous substances | complies with 5.4

D=5-G0 .( 2?°C)

D 72

RJ

25000 ;! (
J)

90 .
D E5°C EJO°6

28 MJ5:! (
IN ?50=, J)
.. 28 M
RJ IN ?50=,




EMACO®

R4

#

Emaco®Nanocrete R4 ...
€ ,

€

€ , ,

50

-3 L3

ah

DJ8-=2 >

€ D 25 ?,25

dah dh b b

(]

0749

BASF Construction Chemicals Belgium NV
Nijverheidsweg 89, B-3945 Ham

06

0749 - CPD
BC2-563-0013-0002-001

EN 1504-3

Concrete repair product for structural repair
CC mortar (based on hydraulic cement)

Compressive strength class R4

Chloride ion content = 0,05 %
Adhesive bond = 2,0 MPa
Restrained shrinkage = 2,0 MPa

Carbonation resistance | passes

Elastic modulus = 25 GPa

Thermal compatibility

- Freeze-Thaw = 2,0 MPa

- Thunder Shower = 2,0 MPa

- Dry cycling = 2,0 MPa
Capillary absorbtion = 0,5 kg'm*h*®
Reaction to fire Al

(MPA Dresden)

Dangerous substances | complies with 5.4
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